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CONSTRUCTION DETAILS

(’ A. INSTALL CONCRETE FOUNDATION WITH A 27 FT. STEEL POLE WITH TWIN 50
s ZCX MAST ARMS WITH SIGNAL HEADS AND 250 WATT HPS LUMINAIRE WITH PHOTOCELL AND

15" LIGHTING ARM, BVERHEAD VIDEO-DETEGCTION-CAMERA. (NOTE: ONE - 3 IN. PVC SCHEDULE
80 CONDUIT BEND STA. 136+05 RT 43°

B. INSTALL CONCRETE FOUNDATION WITH A 27 FT. STEEL POLE WITH SINGLE 60 FT.
ZC& MAST ARM, SIGNAL HEADS AND OVERHEADIDED-DEFECTION-CAMERA, AND 250 WATT HPS S
LUMINAIRE WITH PHOTOCELL AND 15° LIGHTING ARM. (NOTE: ONE — 3 IN. PVC SCHEDULE
80 CONDUIT BENDSTA. 134+74 LT 45°

C. INSTALL CONCRETE FOUNDATION WITH A 21 FT. STEEL POLE WITH SINGLE 50 FT.
4@3 MAST ARM., SIGNAL HEADS AND—BOVERHEAD VIDED DETEGCTION-CAMERA. (NOTE: ONE - 3 IN. PVC
SCHEDULE 80 CONDUIT BEND STA. 135+78 LT 35°

D. INSTALL A NEMA SIZE ©& BASE MOUNTED CONTROLLER AND CABINET WITH ELECTRICAL SERVICE UTILITY
EQUIPMENT FOR UNDERGROUND SERVICE. (NOTE: TWO - 4 IN. PVC, AND TWO - 2 IN. PVC SCHEDULE 80
CONDUIT BENDS). STA. 135+35 RT 64’

E. USE EXISTING CONDUIT.
F. INSTALL 3 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT- TRENCHED.
G. INSTALL 4 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT- BORED.
H. INSTALL HANDHOLE.
J. INSTALL 24 IN. WHITE, REFLECTIVE, THERMOPLASTIC PAVEMENT MARKING FOR STOP LINE.
K. REMOVE EXISTING STRAIN POLE AND FOUNDATION WITH POLE MOUNTED CABINET AND BACKFILL 12 IN BELOW GRADE. GENERAL NOTES
L. INSTALL 4 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT - TRENCHED. 1. Pavement markings detqiled are proposed and shall be
M. INSTALL ONE 3 IN. PVC SCHEDULE 80 CONDUIT FOR POWER FEED AND ONE 2 IN. SCHEDULE 80 CONDUIT FOR TELEPHONE DROP installed by the Contractor in accordance with MD-SHA.standards.
. RV , X
TO BOTTOM OF UTILITY POLE. | 2 x;$ﬁ0+ggmgﬁg Egg?;égp'/ placement shall be coordinated
%
N. REMOVE EXISITNG STRAIN POLE. SPAN WIRE. SIGNAL HEADS, SIGNS AND/OR FOUNDATION AND BACKFILL 12 IN. BELOW GRADE. ED 3. Copfrc$for qu:: ¥§rify all proposed pole and cabinet locations.
prior to installation.
THE CONTRACTOR SHALL PULL BACK MICROLDOP PROBE LEAD-IN CABLES FROM POLE-MOUNTED CABINET AND REROUTE THROUGH \ _
PROPOSED 4” CONDUIT INTO PROPOSED CABINET AND RECONNECT TO PROPOSED RACK MOUNTED AMPLIFIER. 4 l?ngQQTE$?ESrC§Q?i$1?éﬁc?gnﬁgidﬁg?ep?$'833$Ew§§#siéPﬁer'Qﬁﬁrﬁgpgﬁﬁé ?gble
P. INSTALL MICROLOOP PROBE WITH 1000 FT. LEAD-IN. progosed base mounted controlier through proposed underground condui+
system.
Q. USE EXISTING HANDHOLE.
GEOMETRIC LEGEND R. INSTALL 1 IN. LIQUID TIGHT, FLEXIBLE NON-METALLIC ELECTRICAL CONDUIT (FOR DETECTOR WIRE SLEEVE). o PrROVES
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